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RECONFIGURED PARKING AREA,
REFER TO ARCHITECTURE PLANS

(E) BUILDING TO REMAIN
(STONES BOATYARD MARINE STORE)

REFER TO ARCHITECTURE PLANS

(E) BUILDING TO REMAIN
(MILLER'S PUB)

REFER TO ARCHITECTURE PLANS

(E) BUILDING TO REMAIN
REFER TO ARCHITECTURE PLANS

SECURE BOAT STORAGE
TO REMAIN

(E) MARINE FUEL
ENCLOSURE TO REMAIN

60%

60%

GATEWAY TOTEMS
BY SNUNEYMUXW FIRST NATION

 WITH INTERPRETIVE SIGNAGE
AND ACCENT LIGHT, TYP. OF (2)

PLACES. SIGNAGE AND
LIGHTING TO BE DESIGNED IN

COLLABORATION WITH ARTIST.

TIMBER BENCH,
TYP. OF (4) PLACES

BROOM FINISH CONCRETE PAVING,
TYP.

PARKING LOT LIGHTS, TYP.
REFER TO ELECTRICAL PLANS

RAISED PAINTED
PEDESTRIAN CROSSING
REFER TO CIVIL PLANS

RAISED PAINTED
PEDESTRIAN CROSSINGS

REFER TO CIVIL PLANS

PATHWAY BOLLARD LIGHTS, TYP.
REFER TO ELECTRICAL PLANS

(E) CHAIN LINK FENCE
TO REMAIN

(E) 30cm WESTERN RED CEDAR AND PLANTING
IN PROPOSED PATIO AREA TO BE REMOVED

(E) 30cm DOUGLAS FIR TREE
TO BE REMOVED FOR PATHWAY
AND RAIL INSTALLATION

(E) PATIO
TO REMAIN

7-STALL BIKE RACK
REFER TO LAYOUT LEGEND

7-STALL BIKE RACK
REFER TO LAYOUT LEGEND

7-STALL BIKE RACK
REFER TO LAYOUT LEGEND

7-STALL BIKE RACK
REFER TO LAYOUT LEGEND

L2
A

ENTRY PLAZA: COLOURD
CONCRETE & PATTERN L2

A&B

L2
D

GARBAGE ENCLOSURE
TYP. OF (2) PLACES L5

A&B

COLOURD CONCRETE &
PATTERN (SIMILAR) L2

A&B

L2
A&B COLOURD CONCRETE &

PATTERN (SIMILAR)

START
CABLE GUARDRAIL
REFER TO LAYOUT LEGEND

END
CABLE GUARDRAIL

REFER TO LAYOUT LEGEND

START
CABLE GUARDRAIL
REFER TO LAYOUT LEGEND

END
CABLE GUARDRAIL

REFER TO LAYOUT LEGEND

TIMBER BENCH,
TYP. OF (2) PLACES L2

D

COLOURD CONCRETE
COLOURS TO MATCH

ENTRY PLAZA:
HARVEST GOLD 5084

BAJA RED 160
DARK GRAY 860

C

ET

3.0
TYP.

3
.0

TYP.
3
.0

TYP.90°
TYP.

1
.8

6
TYP.

1
.8

6
TYP.

90°
TYP.

7.32

6.82

3.93

90°

4.0

2
.7

5

2
.7

5

6.40

POC

IRRIGATION
POINT OF CONNECTION,

REFER TO DETAILS E & F/L2

RAISED PAINTED
PEDESTRIAN CROSSINGS

REFER TO CIVIL PLANS

HEAT PUMP ENCLOSURE
REFER TO ARCHITECTURE & MECHANICAL PLANS

DRIFTWOOD ACCENTS,
TYP. OF (6) PLACES

REFER TO LAYOUT LEGEND

BROOM FINISH CONCRETE PAVING,
TYP. L2

A

BROOM FINISH CONCRETE PAVING,
TYP. L2

A

1
3
5
°

1
2
4
°

2.0

RECONFIGURED PARKING AREA,
REFER TO ARCHITECTURE PLANS

4.7

1
3
5
°

L2
CBOULDER INSTALLATION

TYP. OF (16) PLACES
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THIS DRAWING IS NOT FINAL AND SHALL NOT BE USED
FOR CONSTRUCTION WORK UNTIL IT HAS BEEN

STAMPED AND SIGNED BY THE LANDSCAPE ARCHITECT

THE COPYRIGHTS TO ALL DESIGNS AND DRAWINGS ARE THE PROPERTY
OF MACDONALD GRAY CONSULTANTS INC. REPRODUCTION OR USE FOR
ANY PURPOSE OTHER THAN THAT AUTHORIZED BY MACDONALD GRAY

CONSULTANTS INC. IS FORBIDDEN
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GENERAL NOTES
1.

2.

3.

4.

5.

THE LANDSCAPING CHARACTER AREA FOR THE SITE IS: WELLINGTON/ TOWNSITE/ DEPARTURE BAY.

REFER TO SITE PLAN PREPARED BY dHK ARCHITECTS FOR PARKING LOT LAYOUT, PROPOSED
BUILDING FINISHES AND OTHER ARCHITECTURAL INFORMATION.

REFER TO CIVIL PLANS AND REPORT PREPARED BY CASCARA CONSULTING ENGINEERS LIMITED
FOR ALL SITE SERVICING, GRADING, SITE DRAINAGE AND STORMWATER MANAGEMENT
INFORMATION.

REFER TO ELECTRICAL PLANS PREPARED BY RB ENGINEERING LTD. FOR ALL BOLLARD AND PARKING
LOT LIGHTING LOCATIONS, QUANTITIES AND PHOTOMETRIC ANALYSIS.

REFER TO MECHANICAL PLANS PREPARED BY ROCKY POINT ENGINEERING LTD. FOR IRRIGATION
WATER SUPPLY IN MECHANICAL ROOM.

LAYOUT LEGEND
ABBREVIATIONS DESCRIPTION

EXISTING

PROPERTY LINE

TYPICAL

RIGHT-OF-WAY

(E)

PL

SYMBOL DESCRIPTION

PROPERTY LINE

BROOM FINISH CONCRETE

CUSTOM BENCH
QTY: 6

2-4 STALL BIKE RACK
QTY: 4
MANUFACTURER: WISHBONE SITE FURNISHINGS (PH: 866-626-0476)
SYTLE: SURF BIKE RACK
MODEL: SFBRP-7
COLOUR: NOBLE BRONZE
SURFACE MOUNT PER MANUFACTURER'S RECOMMENDATIONS

CABLE GUARDRAIL
MANUFACTURER: TREX COMMERCIAL PRODUCTS (PH: 877-215-7245)

OR APPROVED EQUAL
STYLE: TENSILINETM CABLE RAILING
HEIGHT: 42" (1.01m)
MATERIAL: ALUMINUM
FINISH: ANODIZED
MOUNT: TOP MOUNT BASE PLATE ON CONCRETE SURFACE
FRAME CONFIGURATION: FLAT BAR FRAME (TOP RAIL/HANDRAIL TO MATCH FRAME)
INFILL CABLE: 3/16" (5mm) AT 4" SPACING MAX.
CONTRACTOR SHALL PROVIDE SHOP DRAWING AND BC BUILDING CODE COMPLIANCE
REPORT PRIOR TO PURCHASE.

0.5m-1.0m LANDSCAPE BOULDERS

1.2-1-8m LONG X 0.3-0.6m DIA. DRIFTWOOD ACCENTS, PLACED THOUGHTFULLY AND
ARTFULLY

TYP.

ROW

R E C E I V E D
DP1269

2023-JAN-16
C u r r e n t  P l a n n i n g

bbinnersley
Text Box
ATTACHMENT GLANDSCAPE PLAN AND DETAILS
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Text Box
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L2

A

IRRIGATION EQUIPMENT LEGEND
SYMBOL

HUNTER

HUNTER

PER MECHANICAL

HUNTER

HUNTER

MODEL DESCRIPTION

XX-STATION (STATIONS TBD BY IRRIGATION CONTRACTOR)
MODULAR IRRIGATION CONTROLLER
MOUNTED IN MECHANICAL ROOM IN PLASTIC CABINET C/W
(1) WIRELESS SOLAR-SYNC SENSOR AND
(1) REMOTE CONTROL KIT PER CONTROLLER
INSTALL PER MANUFACTURER'S RECOMMENDATIONS, REFER TO DETAIL E/L2

BACKFLOW PREVENTER, REFER TO MECHANICAL PLANS

1.5" (38mm) MASTER VALVE TO BE INSTALLED DOWNSTREAM OF BACKFLOW PREVENTER
PER MANUFACTURER'S RECOMMENDATIONS AND DETAIL E & F/L2

1.5" (38mm) FLOW SENSOR TO BE INSTALLED DOWNSTREAM OF MASTER VALVE PER
MANUFACTURER'S RECOMMENDATIONS AND DETAIL E & F/L2

PVC LATERAL LINES, REFER TO DETAIL C/L5

1.5" (38mm) PVC MAINLINE, REFER TO DETAIL C/L5

PVC SLEEVES UNDER ALL PAVING MIN., TYP:
MAINLINE & CONTROL WIRE: 150mm (6")
LATERALS: 100mm (4")
BURIAL DEPTH TO MATCH DEPTH OF CARRIED PIPE, REFER TO DETAIL C/L5

IC-600-PL-XX

WSS-SEN
ROAM-XL

PER MECHANICAL

ICV-151G

HFS-FCT-150

CLASS 200

SCHEDULE 40

SCHEDULE 40

MANUFACTURER

C

ET

M

FS

BF

THE IRRIGATION SYSTEM LATERAL LINES, REMOTE CONTROL VALVES, EMISSION DEVICES AND APPURTENANCES SHALL BE DESIGN-BUILD BY THE
IRRIGATION CONTRACTOR. ALL IRRIGATION EMISSION DEVICES SHALL BE MATCHED PRECIPITATION RATE LOW VOLUME ROTARY OR SPRAY NOZZLES
OR DRIP EQUIPMENT. OVERHEAD MICROSPRAY DEVICES ARE NOT PERMITTED. LAWN AND SHRUBS SHALL BE ON SEPARATE IRRIGATION CONTROL
ZONES. ZONES SHALL BE DESIGNED TO SEPARATE NORTH & EAST AND SOUTH & WEST FACING LANDSCAPE AREAS WHEREVER PRACTICAL.

ALL CONTROL EQUIPMENT MAKES AND MODELS AND PIPING SHALL BE PER THE IRRIGATION LEGEND OR APPROVED EQUAL. CONTACT THE
LANDSCAPE ARCHITECT IN WRITING PRIOR TO PURCHASE FOR SUBSTITUTIONS.

IRRIGATION SYSTEM INSTALLATION AND MAINTENANCE SHALL MEET OR EXCEED THE THE REQUIREMENTS SET OUT IN SECTION 5 - IRRIGATION
SYSTEMS OF THE CANADIAN NURSERY LANDSCAPE ASSOCIATION (CNLA)/ CANADIAN SOCIETY OF LANDSCAPE ARCHITECTS (CSLA) CANADIAN
LANDSCAPE STANDARD PER THE PROJECT SPECIFICATIONS AND DETAILS.

THE IRRIGATION SYSTEM IS DESIGNED TO OPERATE WITH A MINIMUM STATIC PRESSURE OF 50 PSI AFTER THE BACKFLOW PREVENTER. THE
MINIMUM FLOW DEMAND FOR THE SYSTEM TO OPERATE THE FLOW SENSOR IS 5 GPM. THE MAXIMUM FLOW DEMAND FOR THE SYSTEM IS 30
GPM.

THE IRRIGATION PLAN IS DIAGRAMMATIC. NO IRRIGATION MAINLINE OR LATERAL LINE SHALL BE INSTALLED BEYOND ANY KNOWN LIMIT OF WORK,
PROPERTY LINE OR ROAD RIGHT-OF-WAY. ALL EQUIPMENT AND PIPING SHALL BE INSTALLED WITHIN PLANTING BEDS OR THROUGH SLEEVES UNDER
PAVING.

THE CONTRACTOR SHALL ADJUST THE PLACEMENT AND RADIUS OF SPRINKLERS AS REQUIRED BY FIELD CONDITIONS TO ACHIEVE FULL COVERAGE
OF ALL PLANTED AREAS AND TO MINIMIZE OVER-SPRAY ONTO ADJACENT HARD SURFACES, FENCES AND PROPERTY LINES.

ALL PIPING AND WIRING UNDER PAVING SHALL BE INSTALLED IN SEPARATE PVC SLEEVES AT A MINIMUM DEPTH OF 600mm WITH 150mm OF SAND
BACKFILL ABOVE AND BELOW PIPE. ALL SLEEVES SHALL BE INSTALLED PRIOR TO PAVEMENT INSTALLATION AND SHALL EXTEND150mm BEYOND
EDGE OF PAVEMENT OR CURB. BACKFILL FOR SLEEVES SHALL BE COMPACTED TO THE SPECIFIED DENSITY FOR THE SUBGRADE. REFER TO CIVIL
PLANS FOR ADDITIONAL INFORMATION.

OPERATE IRRIGATION CONTROLLERS WITHIN THE CITY OF NANAIMO WATER RESTRICTION SCHEDULE.

THE CONTRACTOR SHALL PROVIDE AND INSTALL THE AUTOMATIC CONTROLLERS AND ALL CONTROL WIRE. THE ELECTRICAL CONTRACTOR SHALL
PROVIDE THE ELECTRICAL SERVICES AND SERVICE HOOK-UPS FROM THE POWER SOURCE TO THE AUTOMATIC CONTROLLERS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR REPAIRING OR REPLACING ALL EXISTING SPRINKLER EQUIPMENT OR PROPERTY TO REMAIN
DAMAGED BY CONSTRUCTION OPERATIONS.

THE CONTRACTOR SHALL COORDINATE ALL WORK WITH OTHER TRADES TO ENSURE PROGRESS OF WORK IS NOT INTERRUPTED AND CAN BE
COMPLETED IN A TIMELY MANNER.

INSTALL SPRINKLER HEADS PERPENDICULAR TO SLOPES OR GRADE.

THE LANDSCAPE ARCHITECT CANNOT PROVIDE ASSURANCES FOR WORK WITHOUT THE FOLLOWING FIELD REVIEW ATTENDANCE:
A. REVIEW OF UNCOVERED PRESSURIZED IRRIGATION MAINLINE AND LATERALS.
B. REVIEW OF COMPLETE IRRIGATION INSTALLATION AND COVERAGE.

IRRIGATION NOTES
1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

12.

13.

Section

Concrete Paving
1:10 metric

19mm (3/4") MIN. TOOLED RADIUS
ON ALL EXPOSED EDGES

MEDIUM BROOM FINISH SHALL BE
UNIFORM IN DEPTH AND
DIRECTION. DIRECTION SHALL BE
PERPENDICULAR TO DIRECTION OF
TRAVEL.

ALL CONCRETE SURFACES SHALL
HAVE A 2% MINIMUM CROSS
SLOPE AWAY FROM BUILDING
FOUNDATIONS TO ADJACENT
DRAINAGE FACILITIES.

INSTALL FILL IN LIFTS, NOT TO
EXCEED 150mm.

COMPACT ALL FILL AND BASE
COURSES TO 95% CORRECTED
MAXIMUM DRY DENSITY.

INSTALL CONTRACTION JOINTS
EVERY 1500mm O.C. MAX.

INSTALL EXPANSION JOINTS 3m
O.C. MAX. AND AT ALL
OBSTRUCTIONS.

REFER TO DETAIL X/LX FOR
COLOURED CONCRETE & PATTERN

1.

NOTES:

100mm THICK CONCRETE
WALKWAY

FIBRE EXPANSION JOINT FILLER
13mm (1/2") THICK. RECESS
FIBRE 6mm (1/4") BELOW TOP OF
PAVING AND TOOL EDGES TO
6mm (1/4") RADIUS

25mm (1") DEEP CONTRACTION
JOINT. TOOL EDGES TO 6mm
(1/4") RADIUS

19mm (3/4") MINUS COMPACTED
CRUSHED GRANULAR BASE
COURSE, 100mm DEPTH MIN.

75mm (3") MINUS PIT RUN
SUB-BASE FILL WHERE REQUIRED

COMPACTED SUBGRADE (NATIVE
SOIL)

1

2

3

4

5

6

2.

3.

4.

5.

6.

7.

1

2

3

4

5

6

1500 [5'] MAX.

8.

DAVIS COLOUR:
SILVERSMOKE 860

DAVIS COLOUR:
DARK GRAY 860

DAVIS COLOUR:
BAJA RED 160

DAVIS COLOUR:
HARVEST GOLD 5084

DAVIS COLOUR:
RUSTIC BROWN 6058

BUILDING CANOPY

PLANTING AREA

TOTEMS TBD

BOLLARD LIGHTS PER
ELECTRICAL PLANS

ACCENT LIGHTING TBD

INTERPRETIVE SIGNAGE TBD

PARKING AREA

1

2

3

4

5

6

7

8

9

10

11

ALL COLOURED CONCRETE SHALL
BE DAVIS COLORS (PH:
800-356-4848) OR APPROVED
EQUAL. INSTALL PER DAVIS
COLORS' RECOMMENDATIONS.

CONTRACTOR SHALL PROVIDE
CURED COLOUR SAMPLES FOR
APPROVAL PRIOR TO PURCHASE
AND INSTALLATION

ALL CONCRETE SHALL BE MEDIUM
BROOM FINISH PER DETAIL A/L2

CURE AND SEAL ALL COLOURED
CONCRETE WITH W-1000 CLEARTM

ONLY PER DAVIS COLORS
RECOMMENDATIONS. WATER OR
PLASTIC SHEET CURING IS NOT
ACCEPTABLE

SEAL WITH COLOR SEALTM PER
DAVIS COLORS
RECOMMENDATIONS.
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Plan

Entry Plaza: Coloured Concrete & Pattern
1:100 metric

Plan /Elevation/Section

Timber Bench
1:25 metric

BENCH, (2) RECLAIMED WOOD
BEAMS OR APPROVED EQUAL

(3) - 6mm (1/4") WEATHERING
STEEL (CORTEN) CUSTOM BENCH
SUPPORTS PER BEAM AS
SHOWN

(2) 13mm (1/2") X 150mm (6")
GALVANIZED LAG BOLTS c/w (2)
WASHERS PER BENCH SUPPORT
AS SHOWN

(2) 13mm (1/2") GALVANIZED
CONCRETE ANCHOR BOLTS PER
BENCH SUPPORT AS SHOWN.
INSTALL ANCHOR DURING
PLACEMENT OF CONCRETE PAD

CONCRETE PAD, REFER TO
DETAIL A/LX

1

2

3

CONTRACTOR SHALL PROVIDE
SAMPLE OF RECLAIMED WOOD FOR
APPROVAL PRIOR TO PURCHASE
AND INSTALLATION.

SAND EXPOSED SURFACES TO
PROVIDE SMOOTH, SPLINTER-FREE
SURFACE.
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NOTES:
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REFER TO MECHANICAL PLANS FOR
WATER SUPPLY AND BACKFLOW
PREVENTER IN MECHANICAL ROOM.

REFER TO ELECTRICAL PLANS FOR
POWER SUPPLY.

REFER TO SITE PLAN, IRRIGATION
LEGEND & NOTES FOR ADDITIONAL
INFORMATION.
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NOTES:

2.

C

BF M FS
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POC TO
LANDSCAPE

EXTERIOR SOUTH-FACING

3.

Schematic

Point of Connection 
Not To Scale

MINIMUM 10X PIPE DIA.
STRAIGHT, CLEAN RUN OF PIPE,
NO FITTINGS OR TURNS BEFORE
MASTER VALVE OR FLOW METER

SENSOR AND COMMON WIRE TO
INTERFACE PANEL. MAX. WIRE
DISTANCE:
20 GAUGE - 73m (240')
18 GAUGE - 330m (1,000')

IRRIGATION FLOW SENSOR,
REFER TO IRRIGATION LEGEND.
INSTALL PER MANUFACTURER'S
SPECIFICATIONS

PLASTIC VALVE BOX WITH BOLT
DOWN COVER

19mm (3/4") MINUS DRAIN ROCK.

BRICK BLOCK, TYP. (2) PLACES
PER VALVE BOX

OUTLET PIPE. MINIMUM 5X PIPE
DIA. OF STRAIGHT, CLEAN RUN
OF PIPE, NO FITTINGS OR TURNS
BETWEEN FLOW METER AND NEXT
FITTING

MASTER VALVE, REFER TO
IRRIGATION LEGEND

PIG TAIL EXPANSION LOOP, 18"
(450mm) MIN.

CONTROL AND COMMON WIRES

SCH. 80 PVC FLANGES, TYP. OF
(2) PLACES
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Master Valve & Flow Sensor
Section Not to Scale

PVC MAINLINE PIPE

FLOW

FINISH GRADE
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FSection

Boulder Installation
1:20 metric

0.5m - 1.0m DIA. BOULDERS TO
BE ARRANGED AS SHOWN ON
SITE PLAN

BURY 1/3 OF BOULDER
DIAMETER TO CREATE A NATURAL
APPEARANCE

COMPACT NATIVE BACKFILL
BELOW BOULDER TO PREVENT
SETTLING

ADJACENT STONESCAPE

EXISTING SUBGRADE

1

2

3

4

DO NOT LEAN, TILT OR PILE
BOULDERS

BOULDER SHALL BE INSTALLED IN
GROUPS OF (1) OR (3) ONLY

ARRANGE BOULDERS
THOUGHTFULLY AND ARTFULLY
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50-120Ø X3
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(E) BUILDING TO REMAIN
(STONES BOATYARD MARINE STORE)

REFER TO ARCHITECTURE PLANS

(E) BUILDING TO REMAIN
(MILLER'S PUB)

REFER TO ARCHITECTURE PLANS

(E) BUILDING TO REMAIN
REFER TO ARCHITECTURE PLANS

SECURE BOAT STORAGE
TO REMAIN

(E) MARINE FUEL
ENCLOSURE TO REMAIN

(E) PATIO
TO REMAIN
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7 ROS

12 POT

1 PIN CON

6 MAH

11 RIB

1 MAH

10 AU

1 POT

2 POT

3 MAH

1 CER CAN

1 RIB

10 AU

10 AU

1 PIN CON

1 RIB

3 MAH

2 POT

10 AU

1 PIN CON

1 RIB

3 MAH

2 POT

10 AU

1 PIN CON

6 MAH

3 RIB

12 POT

POT 8

THU 12

POT 5

THU 4

POT 1

THU 3

AU 100

CER CAN 4

CER CAN 3

MAH 5

AME 2

RIB 3

ROS 3

PIN CON 1

RIB 1

RIB 3

VAC 4

RIB 3

MAH 10

PIN CON 1

RIB 3

VAC 3

AME 1

PIN CON 1

AME 1

MAH 11

ROS 5

MAH 7

PIN CON 1

PIN CON 1

AME 1

AU 105

POL 19 13 EM
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16 LL

EM 14
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LL 14

16 14
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16 14
LL 16AU 45

COR EDD 3

POT 8

RIB 1

MAH 1

MAH 5

POT 1

ROS 5

POT 5

MAH 5

POT 3

EM 117
LL 117

PIN CON 3

2 QUE GAR

2 COR EDD

AU 30

115 sq.m. HABITAT COMPENSATION AREA &
REPLACEMENT TREE PLANTING

REFER TO ENVIRONMENTAL REPORT

VAC 3

3 ROS

4 VAC
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THIS DRAWING IS NOT FINAL AND SHALL NOT BE USED
FOR CONSTRUCTION WORK UNTIL IT HAS BEEN

STAMPED AND SIGNED BY THE LANDSCAPE ARCHITECT

THE COPYRIGHTS TO ALL DESIGNS AND DRAWINGS ARE THE PROPERTY
OF MACDONALD GRAY CONSULTANTS INC. REPRODUCTION OR USE FOR
ANY PURPOSE OTHER THAN THAT AUTHORIZED BY MACDONALD GRAY

CONSULTANTS INC. IS FORBIDDEN
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PLANT LEGEND
BOTANICAL /

COMMON NAMESYMBOL SIZE SPACING QTY.

TREES

CERCIS CANADENSIS
EASTERN REDBUD

CORNUS EDDIE'S WHITE WONDER
WHITE WONDER DOGWOOD

PINUS CONTORTA VAR. CONTORTA
SHORE PINE

QUERCUS GARRYANA
GARRY OAK

GROUNDCOVER, VINES & PERENNIALS

ARCTOSTAPHYLOS UVA-URSI
KINNIKINNICK

ELYMUS MOLLIS
DUNE GRASS

UNDER PLANT WITH: LUPINUS LITTORALIS
SEASHORE LUPINE

4cm CAL.

4cm CAL.
1.5m

2.0m
1.5m

1.5m

8m O.C.

8m O.C.
SEE PLAN

11m O.C.
SEE PLAN

SEE PLAN

NOTES

#1 POT

#1 POT

10cm POT

0.9m O.C.

0.9m O.C.

0.6m O.C.

375

221

221

SHRUBS

AMELANCIER ALNIFOLIA
SASKATOON BERRY

MAHONIA AQUIFOLIUM
0REGON GRAPE

POLYSTICHUM MUNITUM
SWORD FERN

POTENTILLA FRUITICOSA
SHRUBBY CINQUFOIL

RIBES SANGUINEUM
RED FLOWERING CURRANT

ROSA NUTKANA
NOOTKA ROSE

VACCINIUM OVATUM
EVERGREEN HUCKLBERRY

THUJA PLICATA 'EXCELSA'
EXCELSA WESTERN RED CEDAR

2.0m

#2 POT

#1 POT

#1 POT

#2 POT

#2 POT

#2 POT

#5 POT

SEE PLAN

1.0m O.C.

0.9m O.C.

0.9m O.C.

1.2m  O.C.

1.2m  O.C.

1.0m O.C.

1.2m O.C.

INDIGENOUS SPECIES

INDIGENOUS SPECIES

INDIGENOUS SPECIES

INDIGENOUS SPECIES

INDIGENOUS SPECIES

INDIGENOUS SPECIES

INDIGENOUS SPECIES

INDIGENOUS CULTIVAR/
HEDGE

INDIGENOUS CANADIAN
SPECIES

INDIGENOUS CULTIVAR
REPLACEMENT TREE

INDIGENOUS SPECIES
REPLACEMENT TREE

INDIGENOUS SPECIES
REPLACEMENT TREE

INDIGENOUS SPECIES

INDIGENOUS SPECIES

INDIGENOUS SPECIES
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PLANTING NOTES
1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

12.

13.

14.

ALL LANDSCAPE INSTALLATION AND MAINTENANCE SHALL MEET OR EXCEED THE MOST RECENT STANDARDS SET OUT BY THE
CANADIAN NURSERY LANDSCAPE ASSOCIATION (CNLA)/ CANADIAN SOCIETY OF LANDSCAPE ARCHITECTS (CSLA) CANADIAN
LANDSCAPE STANDARD PER THE PROJECT SPECIFICATIONS.

LANDSCAPE MAINTENANCE SHALL MEET OR EXCEED THE MINIMUM REQUIREMENTS SET OUT IN TABLE T-14.2. MAINTENANCE
LEVELS - LEVEL 2 GROOMED OF THE CANADIAN LANDSCAPE STANDARD PER THE PROJECT SPECIFICATIONS.

ESTABLISHMENT MAINTENANCE SHALL MEET THE REQUIREMENTS SET OUT IN SECTION 13 ESTABLISHMENT MAINTENANCE OF THE
CANADIAN LANDSCAPE STANDARD PER THE PROJECT SPECIFICATIONS. ALL PROPOSED PLANT MATERIAL SHALL BE MAINTAINED BY
THE CONTRACTOR FOR THE ONE YEAR MAINTENANCE PERIOD FROM THE TIME OF SUBSTANTIAL COMPLETION TO ENSURE PLANT
ESTABLISHMENT AND TO MAINTAIN PLANT VIGOR.

THE IRRIGATION SYSTEM SHALL BE OPERATIONAL AND COVERAGE APPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO THE
INSTALLATION OF PLANT MATERIAL.

PLANT QUANTITIES ARE FOR INFORMATION ONLY. IN CASE OF ANY DISCREPANCY THE PLAN SHALL GOVERN.

PROVIDE MINIMUM SLOPE OF 2% FOR DRAINAGE IN ALL PLANTED AREAS.

THE FINISHED GRADE OF ALL PLANTERS SHALL BE 75mm BELOW THE TOP OF CURB OR ADJACENT HARDSCAPE.

ALL PLANT MATERIAL SHALL MATCH SPECIES AS INDICATED ON THE PLANT LEGEND. PLANT MATERIAL QUALITY, TRANSPORT AND
HANDLING SHALL COMPLY WITH CANADIAN STANDARDS FOR NURSERY STOCK.

THE CONTRACTOR SHALL SECURE PLANT MATERIAL AS SPECIFIED AT LEAST 2 WEEKS PRIOR TO ANTICIPATED PLANTING TIME.
CONTACT THE LANDSCAPE ARCHITECT FOR APPROVAL OF ANY SUBSTITUTIONS. NO SUBSTITUTIONS WILL BE ACCEPTED WITHOUT
PRIOR WRITTEN APPROVAL OF THE LANDSCAPE ARCHITECT.

TREE LOCATIONS SHALL BE FIELD STAKED AND LOCATIONS APPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO PLANTING. TREE
LOCATIONS MAY BE ADJUSTED IN THE FIELD TO SUIT THE SITE REQUIREMENTS AS DIRECTED BY THE LANDSCAPE ARCHITECT.

CHECK FOR LOCATIONS OF WATER LINES AND OTHER UNDERGROUND SERVICES PRIOR TO DIGGING PLANTING PITS. EXCAVATED
PLANT PITS SHALL HAVE POSITIVE DRAINAGE. PLANT PITS WHEN FULLY FLOODED WITH WATER SHALL DRAIN WITHIN ONE HOUR
AFTER FILLING.

INSPECT ALL ASSEMBLED PLANT MATERIAL AT THE NURSERY PRIOR TO SHIPPING. PLANT MATERIAL SHALL BE INSPECTED BY THE
LANDSCAPE ARCHITECT ON-SITE PRIOR TO PLANTING. NO PLANTS REQUIRING PRUNING OF MAJOR BRANCHES DUE TO DISEASE,
DAMAGE OR POOR FORM WILL BE ACCEPTED.

REFER TO PLANT LEGEND, PROJECT SPECIFICATIONS AND DETAILS FOR ADDITIONAL INFORMATION.

THE LANDSCAPE ARCHITECT CANNOT PROVIDE ASSURANCES FOR WORK WITHOUT THE FOLLOWING FIELD REVIEW ATTENDANCE:
A. REVIEW OF SUBGRADE PRIOR TO GROWING MEDIUM INSTALLATION.
B. REVIEW OF TREE LOCATIONS (STAKED).
C. REVIEW OF PLANT MATERIAL PRIOR TO INSTALLATION.
D. REVIEW OF SOIL SAMPLE ANALYSIS.
E. REVIEW OF INSTALLED PLANT MATERIAL.

GROWING MEDIUM AND MULCH

15.

16.

17.

18.

19.

20.

21.

PROPERTIES FOR GROWING MEDIUM SHALL MEET OR EXCEED SPECIFICATION SECTION 329113 SOIL PREPARATION FOR:
LEVEL 2 "GROOMED" AREAS:

GROWING MEDIUM TYPES: 2P (PLANTING AREAS)
SOIL DEPTHS: SHRUBS - 450mm (18")

BEACH GRASS & GROUNDCOVER - 300mm (12")
TREES IN OPEN SPACE - 600mm (24") BELOW AND AROUND ROOTBALL

ON-SITE TOPSOIL MAY BE STRIPPED, STOCKPILED AND AMENDED TO MEET THE STANDARDS ABOVE.

SUBMIT A (4) LITRE SAMPLE OF SCREENED TOPSOIL PROPOSED FOR USE AS A BASIS FOR GROWING MEDIUM TO A SOIL ANALYSIS
LAB APPROVED BY THE LANDSCAPE ARCHITECT. SOIL TESTING SHALL BE AT THE CONTRACTORS EXPENSE.

INDICATE TO THE SOIL LAB THAT THE PURPOSE OF THE ANALYSIS AND AMENDMENT RECOMMENDATIONS IS FOR 2P - PLANTING
AREAS.

AMENDMENT RECOMMENDATIONS BY THE SOIL ANALYSIS LAB SHALL BE THE BASIS FOR ACCEPTANCE OF THE GROWING MEDIUM.
RETAIN EVIDENCE OF ALL AMENDMENTS ADDED TO THE TOPSOIL.

MULCH SHALL BE COMPOST, REFER TO SPECIFICATIONS.

MULCH DEPTH  SHALL BE 75mm MINIMUM.

Section

Tree Planting
Not to Scale

DO NOT CUT LEADER

SET TREE PLUM AND STAKE WITH TWO VERTICAL 50mm
X 50mm PRESSURE TREATED STAKES 2400mm LONG;
PLACE 1/3 OF THE STAKE BELOW GRADE - STAKES TO
BE POSITIONED PARALLEL TO STREET FOR STREET
TREES OR TO PREVAILING WIND - STAKES ARE NOT TO
PENETRATE OR DAMAGE ROOT BALL

SECURE TREE WITH SOFT POLYPROPOLENE TAPE/TIE -
TIE IN FIGURE EIGHT PATTERN AND ATTACH TO STAKES
WITH SINGLE NAILS

TOP OF ROOTBALL TO BE FLUSH WITH SURROUNDING
GRADE - FINISHED GRADE OF PLANTING TO BE
EQUIVALENT TO NURSERY GROWN GRADE OF TREE

CREATE A 50mm DEEP WELL IN GROWING MEDIUM FOR
THE FIRST YEAR OF WATERING - ENSURE WELL IS A
CLEAN-EDGED CIRCLE WITH A DIAMETER OF 1500mm

PLACE 75mm DEPTH OF MULCH OVER THE PLANTING
WELL - KEEP  MULCH AWAY FROM TRUNK 100mm MIN.

TREE PIT DEPTH IS TO EQUAL HEIGHT OF THE
ROOTBALL - PLANTING PIT WIDTH TO BE 2X ROOTBALL
DIAMETER, SCARIFY SIDES AND BOTTOM OF TREE PIT
PRIOR TO PLANTING

REMOVE STRAPPING, CUT ALL BINDING MATERIAL AND
FOLD BURLAP INTO HOLE PRIOR TO BACKFILLING

ENSURE A MINIMUM OF 300mm DEPTH OF
COMPACTED SUBGRADE UNDERNEATH ROOTBALL TO
PREVENT SETTLING OF TREE

1

THIS TREE PLANTING DETAIL IS USED WHEN PLANTING A
TREE IN A TYPICAL UNCOMPACTED OPEN SPACE AREA.

ALL PLANTS & PLANTING ARE TO CONFORM TO THE MOST
CURRENT EDITION OF THE CANADIAN LANDSCAPE
STANDARD.

PROTECT TREE FROM DAMAGE DURING TRANSPORT AND
PLANTING.  TREE ROOTS NOT TO BE EXPOSED TO SUN
OR FROST.

CONFIRM LOCATION OF UTILITIES PRIOR TO DIGGING
TREE PITS.

CONFIRM FREE DRAINING SUBSOIL. CONTACT
LANDSCAPE ARCHITECT PRIOR TO PLANTING IF DRAINAGE
PROBLEMS EXIST.

IRRIGATION SYSTEM TO BE INSTALLED PRIOR TO TREE
PLANTING. REFER TO SITE PLAN.
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Section

Coniferous Tree Planting
Not to Scale

TOP OF ROOTBALL TO BE FLUSH WITH SURROUNDING
GRADE - FINISHED GRADE OF PLANTING TO BE
EQUIVALENT TO NURSERY GROWN GRADE OF TREE

CREATE A 50mm DEEP WELL IN GROWING MEDIUM FOR
THE FIRST YEAR OF WATERING - ENSURE WELL IS A
CLEAN-EDGED CIRCLE WITH A DIAMETER OF 1500mm

PLACE 75mm DEPTH OF MULCH OVER THE PLANTING
WELL - KEEP  MULCH AWAY FROM TRUNK 100mm MIN.

TREE PIT DEPTH SHALL BE 1.2m MIN. - PLANTING PIT
WIDTH TO BE 2.0m MIN. WITH EDGES AT A SHALLOW
ANGLE. SCARIFY SIDES AND BOTTOM OF TREE PIT
PRIOR TO PLANTING

REMOVE STRAPPING, CUT ALL BINDING MATERIAL AND
FOLD BURLAP INTO HOLE PRIOR TO BACKFILLING

BACKFILL SHALL BE APPROVED GROWING MEDIUM
ONLY

ENSURE A MINIMUM OF 300mm DEPTH OF
COMPACTED GROWING MEDIUM UNDERROOTBALL TO
PREVENT SETTLING OF TREE

1

THIS TREE PLANTING DETAIL IS USED WHEN PLANTING A
CONIFEROUS TREE IN A TYPICAL UNCOMPACTED OPEN
SPACE AREA.

ALL PLANTS & PLANTING ARE TO CONFORM TO THE MOST
CURRENT EDITION OF THE CANADIAN LANDSCAPE
STANDARD.

PROTECT TREE FROM DAMAGE DURING TRANSPORT AND
PLANTING.  TREE ROOTS NOT TO BE EXPOSED TO SUN
OR FROST.

CONFIRM LOCATION OF UTILITIES PRIOR TO DIGGING
TREE PITS.

CONFIRM FREE DRAINING SUBSOIL. CONTACT THE CLIENT
PRIOR TO PLANTING IF DRAINAGE PROBLEMS EXIST.

IRRIGATION SYSTEM TO INSTALLED PRIOR TO TREE
PLANTING.
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NOTES:
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Section

Shrub Planting
Not to Scale

ROOT BALL - SET CROWN 50mm
ABOVE FINISHED GRADE

75mm LAYER OF MULCH

50mm WATER RETENTION BERM

PLANTING PIT TO BE 2X THE
DIAMETER OF THE ROOT BALL
FOR GROWING MEDIUM BACKFILL

UNDISTURBED NATIVE SOIL
UNDER ROOT BALL, ENSURE
POSITIVE DRAINAGE AWAY FROM
ROOT BALL

1

ALL PLANTS AND PLANTING ARE TO
CONFORM TO THE MOST CURRENT
EDITION OF THE CANADIAN
LANDSCAPE STANDARD.

PROTECT SHRUB FROM DAMAGE
DURING TRANSPORT AND
PLANTING.  ROOTS NOT TO BE
EXPOSED TO SUN OR FROST.

CONFIRM FREE DRAINING SUBSOIL.
CONTACT LANDSCAPE ARCHITECT
PRIOR TO PLANTING IF DRAINAGE
PROBLEMS EXIST.

IRRIGATION SYSTEM TO BE
INSTALLED PRIOR TO SHRUB
PLANTING. REFER TO SITE PLAN.
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THIS DRAWING IS NOT FINAL AND SHALL NOT BE USED
FOR CONSTRUCTION WORK UNTIL IT HAS BEEN

STAMPED AND SIGNED BY THE LANDSCAPE ARCHITECT

THE COPYRIGHTS TO ALL DESIGNS AND DRAWINGS ARE THE PROPERTY
OF MACDONALD GRAY CONSULTANTS INC. REPRODUCTION OR USE FOR
ANY PURPOSE OTHER THAN THAT AUTHORIZED BY MACDONALD GRAY

CONSULTANTS INC. IS FORBIDDEN
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50mm X 150mm (2" X 6")
CAPRAIL

150mm X 150mm (6" X 6") POST

25mm X 100mm (1" X 4")
SUB-RAIL, TYPICAL OF (3)
PLACES

50mm X 100mm (2" X 4") FENCE
RAIL, TYPICAL OF (3) PLACES

25mm X 150mm (1" X 6") FENCE
BOARD, PLACED TIGHT

CONCRETE FOOTING

1

2

3

4

5

6

1:25 metric

2.0m Trash Enclosure Surround
Section /Elevation

2
0
0
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VARIES, REFER TO DETAIL PLAN

CL CL
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DETAIL SECTION DETAIL ELEVATION

ALL TIMBERS SHALL BE CEDAR

ALL FASTENERS SHALL BE
GALVANIZED

APPLY EXTERIOR CEDAR STAIN ON
ALL TIMBERS PRIOR TO ASSEMBLY

1.

NOTES:

2.

3.

25mm X 100mm (1" X 4") GATE
FRAME

25mm X 150mm (1" X 6") FENCE
BOARDS PLACED TIGHT

25mm X 150mm (1" X 6") CROSS
BRACE

150mm X 150mm (6" X 6") POST,
TYP. OF (5) PLACES, REFER TO
DETAIL C/L4 FOR FOOTINGS

600mm CANE BOLT. BLACK
POWDERCOAT FINISH AND BOLT
SLEEVE LOCATIONS

HEAVY DUTY GATE HINGE (J-BOLT
STYLE). BLACK POWDERCOAT
FINISH

62.5mm X 300mm X 300mm -
7GA CORNER STRAP TIE, BOLTED
IN PLACE

1

2

4

5

3

DETAIL PLAN LAYOUT
NOT TO SCALE

DETAIL ELEVATION
 DOUBLE SWING GATE

NOT TO SCALE

7000

2333

5

9

1
0
0
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6

9 5

8

3500

EQUAL EQUAL

2
0
0
0

SAND ALL EXPOSED TIMBER
SURFACES SMOOTH

STAIN ALL CEDAR TIMBERS WITH
CLEAR EXTERIOR STAIN PRIOR TO
ASSEMBLY

ALL FASTENERS AND GATE
HARDWARE SHALL BE GALVANIZED

1.

NOTES:

Not to Scale

Garbage Enclosure
Plan/ Elevation

5

2333

3500
DOUBLE SWING GATE

3500
DOUBLE SWING GATE

6

7

2.

3.

HEAVY DUTY LOCKABLE PIN BOLT
STYLE LATCH. BLACK
POWDERCOAT FINISH

CONCRETE PAD

SINGLE SWING GATE ON , MATCH
DOUBLE SWING CONSTRUCTION
STYLE (CANE BOLT NOT
REQUIRED),

SIDES OF ENCLOSURE, REFER TO
DETAIL B/L5.

8

9

11

10

2

1

4

7

1
8
2
5

1
8
2
5

4

11 TYP.

44

4 4

4

4

3
6
5
0

2333

4

4

A B

Section

Electric Remote Control Valve
Not to Scale

VALVE BOX WITH BOLT DOWN
COVER

ID TAG

WATER PROOF CONNECTION,
TYP. OF (2) PLACES

30" (0.75m) LINEAR LENGTH OF
WIRE, COILED

FINISH GRADE / TOP OF MULCH

REMOTE CONTROL VALVE, SIZE
REQUIRED FOR ZONE FLOW

PVC SCH. 80 NIPPLE (CLOSE)

PVC SCH. 40 ELL

PVC SCH. 80 NIPPLE, LENGTH AS
REQUIRED

PVC SCH. 80 NIPPLE (2" [50mm]
LENGTH, HIDDEN) AND SCH. 40
ELL

PVC SCH. 40 TEE OR ELL

PVC LATERAL PIPE, SIZE AS
REQUIRED FOR ZONE FLOW

4" (100mm) MIN. DEPTH OF 3/4"
(19mm) MINUS WASHED GRAVEL

BRICK, TYP. OF (4) PLACES

PVC MAINLINE PIPE, REFER TO
IRRIGATION LEGEND
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Section

Electric Remote Control Valve - Drip
Not to Scale
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VALVE BOX WITH COVER

I.D. TAG

WATERPROOF CONNECTION

FINISHED GRADE

30" (760mm) LINEAR LENGTH OF
WIRE, COILED

PVC SCH. 80 NIPPLE, LENGTH AS
REQUIRED

PVC SCH. 40 ELL

PVC SCH. 80 NIPPLE: 2" (50mm)
LENGTH, HIDDEN AND PVC SCH.
40 ELL.

PVC SCH. 40 TEE OR ELL

PVC MAINLINE, REFER TO
IRRIGATION LEGEND

DRIP CONTROL ZONE KIT C/W
REMOTE CONTROL VALVE, WYE
FILTER AND PRESSURE
REGULATOR. SIZE AS REQUIRED
FOR ZONE FLOW.

PVC SCH. 40 FEMALE ADAPTER

LATERAL PIPE, SIZE AS REQUIRED
FOR ZONE FLOW.

BRICK, TYP. OF (4) PLACES

4" (100mm) MIN. DEPTH OF 3/4"
(19mm) WASHED GRAVEL
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Trenching
Not to Scale
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SURFACE MATERIAL TO MATCH
ADJACENT LANDSCAPE AREAS

COMPACTED BACKFILL TO
MATCH ADJACENT BACKFILL
BELOW REQUIRED DEPTH OF
GROWING MEDIUM IN
LANDSCAPE AREAS

PVC PIPE, REFER TO IRRIGATION
LEGEND

COMPACTED BEDDING MATERIAL
HAND-PLACED 50mm (2") MIN.
ON ALL SIDES OF PIPE. BEDDING
MATERIAL TO BE FREE OF
ROCKS, OTHER DELETERIOUS
MATERIAL

1

2

3

4

REFER TO CIVIL PLANS AND SITE
PLAN FOR IRRIGATION SLEEVING
LOCATIONS THROUGH WALLS AND
UNDER PAVING.

PARALLEL PIPES TO BE MIN. 50mm
HORIZONTAL DISTANCE APART.

IRRIGATION PIPING TO BE
SEPARATED A MIN. OF 300mm
FROM ELECTRICAL & OTHER
UTILITIES.

1.

NOTES:

2.

3.
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Pop-up Spray Head
Not to Scale

TOP OF MULCH IN PLANTING
AREAS

POP-UP SPRAY SPRINKLER

DO NOT USE SIDE INLET

PVC SCH. 80 NIPPLE, LENGTH AS
REQUIRED

PVC SCH. 40 ELL AND PVC SCH.
40 STREET ELL

PVC SCH. 40 STREET ELL

PVC SCH. 40 TEE OR ELL

PVC LATERAL PIPE, REFER TO
IRRIGATION PLAN
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LOCATE HEAD 5cm MIN. FROM
BUILDING FOUNDATION, WALL OR
PAVING.

REFER TO IRRIGATION PLAN,
LEGEND AND NOTES FOR
ADDITIONAL INFORMATION.
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